
 DIPPING WAX POT STARDIP A

ŰŰ Precisely adjustable working temperature
ŰŰ Very reliable with good price-performance ratio
ŰŰ Temperature: 60°C – 105°C, adjustable
ŰŰ Housing dimensions: 6.0 x 8.0 x 8.0 cm
ŰŰ Power: 230 V

 ISOWACHS
Excellent water based separating agent 
for waxes, particularly for the dipping 
technique.

ŰŰ Insulates against waxes, plasters  
and metals

ŰŰ Solvent-free and water soluble

 STARMOD C
A precise cervical wax for the crown margin design. Since it 
does not have any opaque components, the cervical margin  
is better seen and the suitability for all-ceramic systems is  
additionally guaranteed.

ŰŰ Lowest shrinkage
ŰŰ Form stable
ŰŰ Non-lubricating, non-friable
ŰŰ Tension-free
ŰŰ Working temperature: 59 °C.

 FLECTODIP
Positive physical properties of wax and plastic copings are combined with Flecto-Dip 
dipping wax. The flexible elastic material can be processed almost perfectly, without 
the slightest distortion during lifting, cutting or scraping. A simple adaption with hig-
hest accuracy of fit is ensured. Without opacifying components so an optical control of 
the thickness is ensured. It is also suitable for the press ceramic.

ŰŰ Working temperature: 87 °C

 ALLROUNDSTAR
Allround modeling wax for the construction of exact marginal 
edges up to the modeling of cusps by "drawing" the wax. An 
excellent scraping behavior up to extreme dimensional stability 
and low contraction are perfect properties and exactly the 
requirements which a dental technician needs for a modeling 
wax. AllroundStar is available in addition to the classic blue and 
green colours, also in the colours beige and caramel. These 
are very comfortable and low-fatigue for the eye due to their 
harmonious contrast to the plaster model.

ŰŰ Working temperature 55°C

 INLAYSTAR
Special modeling wax for the needs of the inlay technique

ŰŰ Allows a pleasant modelation for users eyes
ŰŰ Dimension stable and low contraction
ŰŰ Working temperature: 53° C

 KRATODIP
Same positive physical properties as "Flecto-Dip". The flexib-
le-elastic material can be processed almost perfectly, without the 
slightest distortion during lifting, cutting or scraping. A simple ad-
aptation with highest accuracy of fit is ensured. Without opaque 
components, thus an optical control of the thickness is ensured. It 
is also suitable for the press ceramic.

ŰŰ Slightly harder than FlectoDip, thus resemblance to  
thermoformed acrylic copings

ŰŰ Coping thickness at 84°C approx. 0.4mm

VERSION REF

1 piece 500115

VERSION REF

70g beige 521210

VERSION REF

70g red 521400

70g blue 521410

VERSION REF

70g caramel 521050

70g beige 521055

70g green 521065

70g blue 521070

VERSION REF

180g orange 523000

180g violet 523010

180g yellow 523020

VERSION REF

180g yellow 523100

180g green 523110

VERSION REF

25ml brush-on-bottle 230330

100ml refill bottle 230335
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